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Material Specification 
PVC Profile
White “C”- profile extrusion – UV ray resistant – Ave thickness 0.8mm, height off surface 3mm.

Adhesive Strip
Temperature resistance:
 -30°C to175°C 
(when applied at ambient) 

Adhesion (cN/20mm)
2000…2B steel, 
2000…PC, PVC, PMMA
1800…PET
1600…PP

Application; the surfaces to be bonded must be free of dust, release agents or grease.                     

Catalogue Text
• For permanent locations 
• Easy to update, pull forward front
• Smaller sizes ideal for narrow shelves and pigeon holes

Self-adhesive offers a long term option of fixing label holders and more stability in environments 
where the inserts need to be changed frequently.The smaller holders are an ideal solution for the 
identification of pigeon holes and also suit narrow edge shelving used in schools, libraries and offices.
3 heights available - 15mm, 30mm and 50mm, supplied with aggressive high cohesion adhesive strip. 
Pre cut sizes from stock, special sizes up to 3M available on request.

Self-Adhesive Label ‘C’ Holder -
15mm - 30mm - 50mm High

Adhesive Type Modified Acrylic

Tape Thickness (No liner) 0.220mm NITTO 01B

Release Liner Type/ Colour Siliconised brown paper

Release Liner Thickness/Weight 0.075mm-85g/sqm NITTO 01G-058

Carrier Type Polyester

Unwind Force 10cN/50mm NITTO 35A

Release Value 40cN/50mm NITTO 37A

Adhesion to Stainless Steel 2000cN/20mm NITTO 15A

Cohesion to BA 1mm NITTO 62A

Shear 580 N/sqcm NITTO 73A (BA steel)


