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1x Top Pack
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Pack
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Anson - Executive Desk
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Pack 3:
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Pack
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Pack 4:
1x Modesty 
Panel Pack



1,2,3...

**mmTO
O

LS
 R

EQ
U

IR
ED

FO
R 

A
SS

EM
BL

Y
D

O
N

T 
ST

RU
G

G
LE

2 
M

A
N

 L
IF

T
A

LW
AY

S 
H

A
N

D
LE

IT
EM

S 
W

IT
H

 C
A

RE
IF

 U
N

SU
RE

 C
A

LL
FO

R 
A

SS
IS

TA
N

CE
**mm

KE
EP

 F
IT

TI
N

G
S 

AW
AY

FR
O

M
 C

H
IL

D
RE

N

4



Please check that you have all the parts

1 2 3 4 5 6

7 8 9 10 11 12

PACK 1:
2 x Top Pack

Connector Bolt - M6

Size PCS
20mm 26

CAM Fixture

Size PCS
40mm 4

FITTINGS SUPPLIED

Please check that you have all the fittings

Leg Fixing Bracket

Size PCS
25 x 80mm 4

1 2 3 4 5 6

7 8 9 10 11 12

PACK 2:
1 x 1000 Leg Pack

PACK 3:
1 x 800 Leg Pack1 2 3 4 5 6

7 8 9 10 11 12

Pin Fixture - M6

Size PCS
8mm x 30mm 4

1 2 3 4 5 6

7 8 9 10 11 12

PACK 4:
1 x Modesty Panel

Top Fixing Bracket

Size PCS
200 x 200mm 2

Spacer

Size PCS
20 x 20mm 4



Locate and attach the pins 
as shown and tighten turning 
clockwise.
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Step 1

2
Step 2

Unpack your new Anson 
executive desk and please 
recycle all packaging.

3
Step 3

Locate the brackets to the fixing 
holes and attach using the M6 x 
20mm bolts as shown. 



Insert the large cams into the 
modesty panel as shown.
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Step 4

5
Step 5

Locate the adjustable feet as 
shown turning clockwise to 
tighten (anti-clockwise to adjust).

6
Step 6

Slide the spacers over the pins 
on the leg panel as shown. 

Insert the pins into the location 
holes on the modesty panel and 
tighten the cams turning clockwise. 



Locate and attach the leg rail aligning 
the holes located as shown using the 
M6 x 20mm bolts and tighten.
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Step 7

8
Step 8

Repeat steps 2-6 for 
the opposite leg panel.

9
Step 9

Locate the modesty panel 
support brackets to the fixing 
holes located on the rail and 
the modesty panel.



Locate and attach the top 
panel aligning the holes on 
the underside of the top to the 
fixing brackets on the legs and 
modesty panel.
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Step 10

11
Step 11

Affix the brackets as shown 
using the M6 x 20mm bolts.

12
Step 12

Affix the brackets to the top 
panel using the M6 x 20mm 
bolts as shown. 


