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SPECIFICATIONS
MODEL NAME IMMERSE GH20
MICROPHONE FREQUENCY RESPONSE 100~10.000 Hz
MICROPHONE SENSITIVITY -38 dB
MICROPHONE IMPEDANCE ≦ 2.2 KΩ
CONNECTOR 3.5mm audio jack
DRIVER UNIT 40mm Neodymium
SPEAKER SENSITIVITY (SPL) 95dB ± 3dB
SPEAKER IMPEDANCE 32 Ω
SPEAKER FREQUENCY RESPONSE 20-20000Hz
PICK-UP PATTERN Unidirectional
OPERATING SYSTEM Windows 10
CABLE TYPE 1.5m braided

Compatibility

3.5mm audio jack PC, Mac, PS5™,
XBOX Series™, Nintendo Switch™
* All trademarks and registered
trademarks are the property of
their respective owners

PRODUCT DIMENSIONS (MM) 172 x 83 x 196mm
WEIGHT (PRODUCT / PACKAGE) 245g (without cable) / 492.5g

FEATURES

‧ Ultra-lightweight For Only 245 Grams

‧ 2.5cm-thick Ear Cups Design For Glasses-user-friendly

‧ 40mm Driver Units

‧ Adjustable Microphone with Cover

‧ Quick Control with In-line Controller

‧ Cross-Platform Compatibility
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