
Commercial Air Circulators
Pedestal & Wall/Vertical Mounts 
Non-Oscillating        1/4 HP        115V  
Features/Specifications:
- 2 Year Warranty
- Wall/Vertical Mount models include Safety Cable
- 15’ Supply Cord and three prong plug included
- Totally enclosed air over ball bearing motor
- Pedestal Models adjust 43”- 63”; 26” Base diameter
- 3 Speed

Materials:
- Galvanized steel propeller

Information subject to change without notice; contact Airmaster.
Airmaster Fan Company 9229 South Meridian Rd. Clarklake, MI 49234 Phone (517)-764-2300 www.airmasterfan.com 

Performance:
Prop
Dia.

CFM RPM F.L.
AmpsHigh Med. Low High Med. Low

18” 2520 1850 1480 1020 2.6
20” 2670 2035 1615 1240 2.6
24”
30”

4400
6100

3460
4400

2460
2700 1100

1100
800
800

600
600

3.5
3.5

Fan Component:

C-1A 3SP Totall y Enclose d Non-Oscillating
Moto r wit h 15’ Thre e Conductor

Suppl y Cord and Plug

Commercial Air Circulators-115 Volt

Safet y Cable
(Include d wit h ove rhea d mounte d fans.)

• 5 Mountin
• Guar d Meet

A
C

E

A

B

C
D

A
I
R

M A S T

E
R

F
A N

S

• 115V, 60 Hz, 1 Phase, 3 Speed 
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Commercial Air Circulators-115 Volt
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I-1820TEM 2 SP Open Non-Oscillating
Motor With 10’ Cord & Plug

18”&20” Fan
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5.75
B

22.5

•Open Base
•Guard Meets OSHA Standards
•2 Speed Ball Bearing ODP Motors on

8” and 20” Models1

Model
18” & 20” Fan
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I-1820TEM 2SP Motor
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C
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B
18” & 20” Fans

24” & 30” Fans

A safety cable kit is included in all overhead mounted air circulators to prevent the fan from 
falling if accidentally struck or mounting fails. Single safety cable kits consist of 12 feet of 
1/16” diameter cable, 2 cable clamps and instructions.

Adjustable Floor Model
Solid Base

Non-Oscillating
Wall Mount

Non-Oscillating
Vertical Mount

Non-Oscillating 
Head Assembly

Pedestal & Wall/Vertical Mounts
Non-Oscillating Models - Unit Packs  
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PERFORMANCE 115V
Prop CFM RPM  F.L.
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6  ”03 

  .oN PDE
71584  CA24APE  24”  Adjustable Floor (S.B.)  1/4 82  $514

  27517 
  68517 
  37517 

MOTOR TILT ADJUSTMENTS
TILT UP OR DOWN (IN DEGREES)

 NON-OSCILLATING  
 TYPE  UP  DOWN    

FLOOR 30° 15°
 WALL  30°  50°  
 I-BEAM  30°  15°  
 VERTICAL 0° 90° 

0° = Horizontal Plane

Non-Oscillating Head Assemblies
MROFREP 

Prop  CFM   RPM   F.L.
H  .aiD 

18” 2520 --- 1850 1480 --- 1020 2.6
2 ”02 
4  ”42 
6  ”03 

EDP No.  Catalog No.  Prop Dia.  Fan Style  HP  Ship Wt.  List Price
71590  CA24  24”  Head Assembly  1/4  39  $376

  19517 
Motor, Guard and Propeller Pre-assembled.
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A daeH ”03** 

FOR 18” or 20” FLOOR / COUNTER MODEL FANS – SELECT ASSEMBLED HEAD; PEDESTAL - 73103 (PAGE 17); AND BASE - 21153 (PAGE 17) 



Information subject to change without notice; contact Airmaster.
Airmaster Fan Company 9229 South Meridian Rd. Clarklake, MI 49234 Phone (517)-764-2300 www.airmasterfan.com 

Unit Packs 115V / 60 Hz / 1 Phase
EDP # Catalog No. Prop Dia. Fan Style Ship Wt.
71584 CA24APE 24” Adjustable Floor (S.B.) 82
71572 CA24WC 24” Wall/Vertical Mount 42
71586 CA30APE 30” Adjustable Floor (S.B.) 87
71573 CA30WC 30” Wall/Vertical Mount 49

Head Assemblies 115V / 60Hz / 1 Phase

Unit Pack - Motor specified Style Mounting, Propeller & Guard shipped in a single carton

EDP # Catalog No. Prop Dia. Fan Style HP Ship Wt.
Head Assembly
Head Assembly

71590
71591

CA24 24”
1/4
1/4 39

CA30 30” 48
Motor, Guard, and Propeller pre-assembled

For 18” and 20” Floor/Counter Model Fans - select Assembled Head; Pedestal - 73103; and Base - 21153

A safety cable kit is included in all overhead 
mounted air circulators to prevent the fan from
falling if accidentally struck or mounting fails. 
Single safety cable kits consist of 12 feet of 1/16” 
diameter cable, 2 cable clamps, and instructions.

Oscillating/Non-Oscillating
FEATURES

g Options
Meet s OSHA Standards

• Thre e Conducto r Suppl y Cord/Plug
• 3 Year Warranty
• UL/ CUL Listed
• Al l Stocked

C-2030W Wall/Ceilin g Mount
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115V, 60 Hz, 1 Phase, 3 Speed 
  Ball Bearing Motor

5
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18” and 20” Floor/Counter Models

Open Base
30”

FEATURES

Pedestal
60” or 33½”
using upper
section only

1-7/8”

Open Base
Guard Meets OSHA Standards
2 Speed Ball Bearing ODP Motors on
8” and 20” Models

•Three Conductor Cord and Plug
•3 Year Warranty
•UL/CUL Listed

I-2030NP

Ordering:

Project
Engineer

Location
Contractor

Submitted by Date Approved by Date

Fan No. EDP # Qty. Catalog No. CFM RPM Comments

Information:

For Mounting Options and Other Components see Commercial Air Circulators - Component Parts 
submittal sheet.  

A safety cable kit is included in all overhead mounted air circulators to prevent the fan from 
falling if accidentally struck or mounting fails. Single safety cable kits consist of 12 feet of 
1/16” diameter cable, 2 cable clamps and instructions.

Commercial Air Circulators - 115V
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 ed Style Mounting, Propeller & Guard shipped in a single carton.

V511 ECNA
Prop  CFM   RPM   F.L.
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EDP No.  Catalog No.  Prop Dia.  Fan Style  HP  Ship Wt.  List Price
71590  CA24  24”  Head Assembly  1/4  39  $376

883$  84  4/1  ylbmessA daeH  ”03  03AC
Motor, Guard and Propeller Pre-assembled.
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FOR 18” or 20” FLOOR / COUNTER MODEL FANS – SELECT ASSEMBLED HEAD; PEDESTAL - 73103 (PAGE 17); AND BASE - 21153 (PAGE 17) 
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A safety cable kit is included in all overhead mounted air circulators to prevent the fan from 
falling if accidentally struck or mounting fails. Single safety cable kits consist of 12 feet of 
1/16” diameter cable, 2 cable clamps and instructions.

Non-Oscillating 
Head Assembly

 ed Style Mounting, Propeller & Guard shipped in a single carton.

MOTOR TILT ADJUSTMENTS
TILT UP OR DOWN (IN DEGREES)

 NON-OSCILLATING  
 TYPE  UP  DOWN    

FLOOR 30° 15°
 WALL  30°  50°  
 I-BEAM  30°  15°  
 VERTICAL 0° 90° 

0° = Horizontal Plane

Non-Oscillating Head Assemblies
V511 ECNAMROFREP 

Prop  CFM   RPM   F.L.
 woL  .deM  hgiH  .aiD 

18” 2520 --- 1850 1480 --- 1020 2.6
5302 --- 0762 ”02 
0642  0643 0044  ”42 
0072  0044 0016  ”03 

EDP No.  Catalog No.  Prop Dia.  Fan Style  HP  Ship Wt.  List Price
71590  CA24  24”  Head Assembly  1/4  39  $376

  03AC  19517 
Motor, Guard and Propeller Pre-assembled.
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FOR 18” or 20” FLOOR / COUNTER MODEL FANS – SELECT ASSEMBLED HEAD; PEDESTAL - 73103 (PAGE 17); AND BASE - 21153 (PAGE 17) 
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