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Applications

For use on:

> Clogged sinks and drains

> Drains and down pipes

> Septic tanks and holding tanks

Packaging

Specifications

Color ................................... Colorless

Fragrance ..................................None

pH Range .......................... 12.5 - 13.0

Dilution ..........................2 -8 oz. / gal.

Density ..................................... 12.65

12/1 quart 072000-12

Features:
Non-Acidic
Fast Acting  
Safe on Pipes
No Hazardous Fumes

Description
This product is a dual alkaline drain opener that aggressively attacks 
all types of organic and cellulosic blockage in drains and pipes and 
prevents blockage further along the drain system. This product does not 
damage pipes, pipe glue, and septic systems.

Directions
For use in restrooms:

1 Use as a daily toilet bowl and urinal cleaner.

2 Apply full strength to inside of bowl or urinal with a bowl mop.

3 Allow product to dwell as long as possible before flushing.

For use as a deodorizer:
1 Clean areas thoroughly.

2 Apply full strength with a cloth or sponge, and let dry.

For use in drain lines and down pipes:
1 Use daily to keep pipes free of grease, fats, and other solid waste. 

Will not damage pipes or chrome.

2 Use 2 oz. per gallon of water for each inch of pipe diameter. 
Example: 1" pipe = 2 oz. / gal.  4" pipe = 8 oz. / gal. 

For use in septic tanks: 
1 For initial treatment, pour 1 full quart down toilet.

2 For weekly maintenance, use 8 oz. per week.

For use in holding tanks on boats and RVs:
1 For initial treatment, add 2 oz. per gallon of water to holding tank.

2 For maintenance, use full strength at 16 oz. per week.
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